GET-BLS

Indoor

10W LED Bulb

LED Bulb

La serie de bulbos GET-LED de ONE 4 ALL es el remplazo ideal para
las lamparas fradicionales ya que integra el gran poder del LED.
Creando proyectos de iluminacion amigables con el medio ambiente
tenemos una amplia gama de focos LED ideales para el cambio de 105
focos en los hogares, oficinas, comercios, escuelas, hospitales |
fabricas, etc...

= Disefio: focos con una estética perfecta para cualquier arquitectura.

= Focos con cuerpo de aluminio con esmalte anticorrosion, resistentes y
durables.

= Disefio rotatorio radial que asegura una facil instalacién en un socket
tradicional.

= Focos que generan poco calor al tacto | sin ruido y con un ahormo en
la factura de consumo de energia, amplios tipos de Watts disponibles
asi como luz blanca calida y fria , tambien en color: rojo, amarillo, verde
y azul .

GET-LED SLS-BLS Series are designed to be the replacement of
traditional lamps, incorporating LED lighting that gives a great saving.
With a high power lighting and a low energy consumption. GETsLED is
mostly free of pollutants. Totally environment friendly , GET+LED is
based on the LED spot that generated an excellent reputation, and trust
in ours users.

With a wide range of products, including bulbs, ceiling panels and tubular
lights, we're giving the best and largest energy saving solutions.

- The GET-LED spots, can replace halogen lamps, bulbs or tubes, as
they come with an integrated Universal Dock.
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GET-BLS

Parameter
Model No. GET-BLS-60b6
LED Source 10=0.5W LED
Color Temperature (CCT) 3000 / 4500 / G500K
Output Power 7.5W
Power Efficiency = 80%
Rated Total Luminous Flux 450 Im
Beam Angle 158° [30° /60°
Base E27/E26
Color Rendering Index (CRI) Ra=>75
Input Voltage AC100-240V
Model No. GET-BLS-60a8
LED Source 8x1W LED
Color Temperature (CCT) 3000/ 4500 / 500K
Output Power TTW
Power Efficiency > B0%
Rated Total Luminous Flux 750 Im
Beam Angle 15° /30° /60°
Base E27 /E26
Color Rendering Index (CRI) Ra=> 75
Input Voltage AC 100-240V
Model No. GET-BLS-95b10
LED Source 55C-5630-cool whitef25-30Im [ 100mA )
Color Temperature (CCT) 3000/ 4500 / 6500K
Output Power 10w
Power Efficiency =80%
Rated Total Luminous Flux B50 Im
Beam Angle 140°
Base E27/E26
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